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Christie Brightness: 16000 ANSI Lumens | :NIN'N2/NIRN NNDXIY
LX1750 17500 center lumens
3LCD XGA Projector | Contrast ratio: 2500:1 NI'TIA on'
Resolution: 1024 x 768 XGA abYblig
Screen size: Dependent on Lens :Jon HTIA
Weight: 46.5kg Hpwn
Sanyo Brightness: 15000 ANSI Lumens | :NIN'N2/NINN NNDXIY
PLC-XF47 XGA Contrast Ratio: 2000:1 NI'TIA on'
LCD Projector Resolution: 1024 x 768 XGA abplial
Screen size: Dependent on Lens 0N HTIA
Weight: 36.5kg Hpwn
Sanyo Brightness: 8000 ANSI Lumens | :NIN'N2/NIRN NNDXIY
PDG-DHT8000L Contrast Ratio: 7500:1 NI'TIA on'
DLP Projector Resolution: 1920X1080 Full HD NN
Screen size: 1.27m-15.24m 0N HTIA
Weight: 19.6kg Hpwn
Epson Brightness: 6500 ANSI Lumens | :NIN'N2/NIRN NNDXIY
EB-G6270W Contrast Ratio: 5000:1 NI'TIA on'
3LCD Resolution: 1280 x 800 wxGA NN
Screen size: Wide 1.35m -8.35m :oNn HT1A
Tele 2.47m 15.01m
Weight: 9.9 kg Hpwn
Sony Brightness: 5200 ANSI Lumens | :NIN'N2/NIRN NNXIY
VPL-FH35 Contrast Ratio: 2000:1 NI'TIA on'
3LCD Projector Resolution: 1920x1200 WUXGA NNOIM
Exceeds Full-HD
Screen size: 1.02 m - 1524 m :JoNn HTIA
Weight: 8.2kg Hpwn
Sony Brightness: 7000 ANSI Lumens | :NIN'N2/NINN NNDNIY
VPL-FH500 Contrast Ratio: 2500:1 NI'TIA on'
3LCD Projector Resolution: 1920x1200 WUXGA NNIM
Exceeds Full-HD
Screen size: 1.0m-15.24m 0N HTIA
Weight: 20kg Hpwn
Mitsubishi Brightness: 6000 ANSI Lumens | :nIN'N2/NINN NNDXIY
XL7100U Contrast Ratio: 2000:1 NITIA on!
LCD Projector Resolution: 1024 x 768 XGA NN
Screen size: 1.0m-9.0m :JoNn HT1A
Weight: 10 kg Hpwn
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~ Sony Brightness: 5100 ANSI Lumens | :NIN'N2/NIRN NNXIY

: VPL-CW275 Contrast Ratio: 3000 : 1 NI'TIA on'
: 3LCD Projector Resolution: 1200 x 800 WXGA NNIOIM
o “m. Screen size: 1.02m-7.62m on HTIA
3 Weight: 5.6kg Hpwn

Sony Brightness: 3800 ANSI Lumens | :nIN'N2/NINN NNXIY

= VPL-EW295 Contrast ratio: 3700:1 IR oN'

- 3LCD Projector Resolution: 1280 x 800 WXGA abplinl

6 Screen size: 0.76 m-7.62 m 0N HTIA

: — Weight: 4.1kg Hpwn
Sony Brightness: 3200 ANSI Lumens | :NIN'N2/NIRN NNDXIY

- VPL-EX246 Contrast ratio: 3000:1 NI'TIA on'

— 3LCD Projector Resolution: 1024 x 768 XGA abplial

. ‘ Screen size: 0.76 m-7.62 m 0N HTIA
e Weight: 4 kg Hpwn

Sony Brightness: 3700 ANSI Lumens | :NIN'N2/NIRN NDXIY

= EW276 Contrast ratio: 3000:1 NI on!

= 3LCD Projector Resolution: 1280 x 800 WXGA NN

- 6 Screen size: 0.76 m-7.62 m :JoNn HTIA
- Weight: 4.1kg Hpwn

Sharp Brightness: 6000 ANSI Lumens | :NIN'N2/NINN NNDXNIY

XG-P610X Contrast Ratio: 1800:1 NITIA oN

DLP Projector Resolution: 1024X768 XGA NI

Screen size: 1.52m-7.62m on HTIA

Weight: 26kg HPWn

Sanyo Brightness: 6500 ANSI Lumens | :NIN'N2/NINN NDNIY

PLC-XP100L Contrast Ratio: 2000:1 NITIA on!

LCD Projector Resolution: 1024X768 XGA NN

Screen size: dependent on Lens :JoNn HTIA

Weight: 11.7kg Hpwn

Sanyo Brightness: 5500 ANSI Lumens | :NIN'N2/NIRN NNXIY

PLC-XP57L Contrast Ratio: 1000:1 NI'TIa ont

LCD Projector Resolution: 1024X768 XGA NNOIM

Screen size: 0.78cm-10.1m 0N HTIA

Weight: 7.9kg Hpwn
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s Sanyo Brightness: 5000 ANSI Lumens | :NIN'N2/NIRN NNDXIY
PLC-XP56 Contrast Ratio: 1200:1 NI'TIA on'
LCD Projector Resolution: 1024 x 768 XGA NNIOIM
Screen size: 0.78cm-10.1m :JoNn HTIA
Weight: 7.9kg Hpwn
NEC Brightness: 5000 ANSI Lumens | :NIN'N2/NIRD NNXIY
NP 3150 Contrast Ratio: 600:1 IR oN!
LCD Projector Resolution: 1024 x 768 XGA abplinl
Screen size: 076 m-12.7m :JoNn HTIA
Weight: 7.3 kg Hpwn
NEC Brightness: 4200 ANSI Lumens | :NIN'N2/NIRN NNXIY
NP2150 Contrast Ratio: 600:1 NI on!
LCD Projector Resolution: 1,600 x 1,200 UXGA NN
Screen size: 076 m-12.7m :JON HTIA
Weight: 7.3 kg Hpwn
InFocus Brightness: 3600 ANSI Lumens | :NIN'N2/NINRN NNDXIY
IN3118HD Contrast Ratio: 3000:1 NI on!
DLP Projector Resolution: 1920x1080 Full NN
Screen size: HD 0N HTIA
Weight: 0.60m-7.17m Hpwn
3.7kg
InFocus Brightness: 4000 ANSI Lumens | :NIN'N2/NIRN NNXIY
IN3138HD Projector | Contrast Ratio: 5000:1 NI'TIA on'
DLP Projector Resolution: 1920X1080 FULL HD NN
Screen size: 1.0m-10m :JoNn HT1A
Weight: 3.15kg Hpwn
InFocus Brightness: 2700 ANSI Lumens NIN'N2/NINND NNDYIY
INT12 Contrast Ratio: 4000:1 T ont
DLP Projector Resolution: 800X600 SVGA NN
Screen size: 0.88m-7.35m :JoNn HT1A
Weight: 2.2kg opwn:
Sony Brightness: 2700 ANSI Lumens N'N2/NIRN NNXIY
= VPLEX225 Contrast Ratio: 3000:1 NITIA on!
<= LCD Rojector Resolution: 1024X768 XGA NI
‘ Screen size: 0.67m-7.625m :JoNn HT1A
s Weight: 3.9kg Hpwn
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Dictionary”
ANSI

American National Standards Institute. A private organization that coordinates and
administers various voluntary consensts standards such as ANSI lumens. The first ANSI
standard was for pipe threading in 1919 when it was called the American Engineering
Standards Committee.

ANSI Lumens

ANSI lumens is a measurement of the overall brightness of a projector. Because the center of
a projected image is brighter than the corners, ANSI lumens is the most accurate
representation of the image brightness. ANSI lumens are calculated by dividing a square
meter image into 9 equal rectangles, measuring the lux (or brightness) reading at the center
of each rectangle, and averaging these nine points.

Aspect Ratio

The ratio of image width to image height. Standard television is 4:3 or 1.33:1. Panavision or
Cinemascope is 2.35:1 with 1.85:1 being quite common as well. Widescreen displays are
1.78:1 or 16:9.times the height. For example, if you want an image 40 inches high then you
need a screen that is at least 40 * 1.78 inches wide or 71 inches. Other relatively common
aspect ratios are 3:2, 4:3 and 5:4.

Brightness

Overall light output from an image. While a brightness control can make an image brighter,
it is best used to better define the black level of the image.

Contrast Ratio

The ratio between white and black. The larger the contrast ratio the greater the ability of a
video device to show subtle color details and tolerate ambient room light.

DLP

DLP (Digital Light Processing is a commercial name for a display technology from Texas
Instruments (TI1). The technology inside is often referred to as DMD (Digital Micro-Mirrors). It
consists of an array of mirrors where each mirror represents a pixel element. For example, a
high-definition DLP projector or rear projector with 1920 x 1080 pixel resolution would have
over 2 million tiny mirrors. Each mirror is attached to an electronically driven hinge that
controls the amount of colored light that is reflected from the mirror into the projection lens
and onto a screen. Projection systems using DLP technology use 1 to 3 DMD devices.
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Full HD 3D

A projector that is Full HD 3D compatible can use any of the 3D formats enabled in the
HDMI 1.4 3D specification: frame packing, top/bottom, or side-by-side. These projectors are
compatible with the 1080p 3D signal from a Blu-ray player, settop box, or other HDMI 1.4
device, but may not be compatible with 120Hz frame sequential 3D from a computer.

LCD

Liquid Crystal Display. A display devicefor generating color images using a matrix of LCD
pixel elements. Each pixel element consists of 3 subpixels and an RGB color filter of red (R),
green (G), and blue (B). By controlling the voltage to each subpixel of an LCD, each cluster
of RGB pixels @n create a full spectrum of colored light. LCDs are used in flatscreen
displays, cameras and notebook computers to name a few.

Nearly every projector made with LCD technology uses 3 separate LCDs, one each for red,
green and blue. Light from the projecto r lamp is separated into RGB with a set of dichroic
mirrors. The three light beams (RGB) are passed through separate LCDs and recombined to
project a color image.

Resolution

A measure of the ability of a display or sound system to render detail.

SXGA

SXGA is a display resolution measuring 1280 pixels horizontally by 1024 pixels vertically
giving a total display resolution of 1,310,720 individual pixels. SXGA has a 5:4 aspect ratio.

WSXGA

WSXGA defines a class of SXGA displays with a width resolutionusficient to create an aspect
ratio of 16:9. A WSXGA display has 1920 to 1600 pixels horizontally and 1080 to 900 pixels
vertically.

WXGA

WXGA- Wide Extended Graphics Array-defines a class of XGA displays with a width
resolution sufficient to create an aspect ratio of 16:9. A WXGA display has 1366 to 1280
pixels horizontally and 768 to 720 pixels vertically.

XGA
XGA- Extended Graphics Array is a display resolution measuring 1024 pixels horizontally

and 768 pixels vertically giving a total display resolution of 786,432 individual pixels. XGA
has a 4:3 aspect ratio.
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*REF: http://www.projectorcentral.com/glossary.cfm 18.6.2016
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